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KINGSTON

KITCHEN & BATH

INSTALLATION INSTRUCTIONS
Showerhead Sets, Hand Shower Sets
and Pull-Out & Pull-Down Sprayer

Before installation:

Hold the existing shower arm up and down to ensure the plumbing behind the wall is

rigid to hold the weight of the new shower unit - about 3
Installation manual for shower arm & showerhead:

-4 |bs when filled with water.
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1. Place the flange into the shower rod.

2. Wrap threads on one end of shower rod or the
plumbing male nipple with 3 wraps of Teflon tape.
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3. Thread the male nipple into female nipple (in
wall), tighten with pipe wrench.

4. Turn the water on and check for leaks, any leaks
will require minor tightening or adjustment.

5. Wrap Teflon tape around all the threads on
shower rod and hand tighten the showerhead
clockwise.

6. Turn the water on and check for leaks, any leaks
will require minor tightening or adjustment. If the
showerhead leaks at the connection to the thread
shower arm, tighten the connection some more by
using a wrench.

Need Tools:

Basin Wrench
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Adjustable Wrench
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Pipe Wrench

Silicone Sealant Teflon Tape

Installation manual for hand shower :
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1. Put a washer to the cone shape hose nut and
hand tightens the hand shower clockwise.
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2. Turn on the water and check for leaks, if the hand
shower leaks at the connection to the hose, hand
tighten the connection some more.

Installation manual for pull-out & pull-down sprayer:
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1. Thread hose to spray head and feed from the top
into the faucet spout, turn the spout to the right or to
the left fully to facilitate the insertion of the hose.
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2. After applying Teflon tape thread other end of
hose to spray hose outlet, located underneath the
faucet. Remove sprayhead and let water run for at
least one minute to eject any debris remaining on
the line, reinstall sprayhead.
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Single Offset Bath Supply

Installation
Se¥ SN

Cone Washer &|Cone Washer &
Coupling Nut & | Coupling Nut &

Friction Ring | Friction Ring
(3/4-14 NPS) | (1/2-14 NPS)
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Parts:

Escutcheon

Before starting the installation:

Straight supply lines are designed to be installed on tubs that are configured for deck mount faucets, and
should be installed at the same center to center distance as that of the tub faucet holes, the supply lines
should be installed in a plumb vertical position ,before starting the installation we recommend:

o That you have the supply lines and faucet at the jobsite prior to preparing the rough-in water supply.

o Decide if you are going to add shut-off stops to your supply lines, and if so, have them on-site.

Installation Steps:

If you are using shut-off stops:
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Dim+3/4"=length
of Supply riser
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If you are not using shut-off stops:
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Dim+3/4"=length
of Supply riser
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Place the tub at the desired location and install the faucet on the
tub, using the supply lines mark the location where the supply pipe
rough-in should be located, taking into account that the supply line
will be recessed into the faucet shank up to the built-in ridge stop,
make sure that the center to center dimension on the rough-in pipe
is the same as the center to center distance of the faucet holes on
the tub, the supply lines are designed to be installed in a vertical
plumb position, make sure the rough-in water supply pipes are well
secured to impede any movement that would pull on the

connection to the supply lines.

2. Rough in the supply pipe to accommodate either the shut-off stops
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or the supply line.

If you are using shut-off stops, make sure that the outlets on the
shut-off stops are designed for a 1/2" compression outlet, you will
also need to add a flange that will accommodate the diameter of
the pipe that you are using as a supply rough-in, install flange and
shut-off stop, measure the distance between the top of the shut-off
valve and the center of the faucet holes on the tub and add 3/4",
cut supply line to the appropriate dimension.

If you are not using shut-off stops, measure from the center of the
faucet inlet shanks to the fitting on your supply line rough-in and
add 3/4", this will determine the height of your supply line allowing
enough space so that the supply line is inserted sufficiently into
your fitting and does not pull on the supply line as this may cause
leaking, cut supply line at the appropriate dimension.

5. Slide the friction washer and cone washer on the horizontal section

of the supply line, from the bottom slide the nut all to the top, slide
in bell flange, 1/2" nut, friction washer and cone washer, apply
Teflon tape and thread into your rough-in pipe or shut-off valve.
Apply Teflon tape on the faucet shanks and thread the coupling
nuts, open the shut-off valves and check for leaks.

Warning!!!

cause a leak.

» Make sure that supply lines are installed in a vertical plumb position, failure to do so may
pull on the supply lines and cause leaking.

¢ Reshaping, bending or altering supply line (except for cutting to size) or use of nuts or
washers not supplied with this kit will void your warranty.

o It is recommended that the tub be situated in an area where the supply lines are not
exposed to foot traffic, bumping into the supply lines may damage them and potentially

Installer:

Please pass this label on to homeowner after installation. ©2019-10-L Kingston Brass












