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ACAUTION

Failure to follow all installation directions may
cause product to detach from the wall and
cause serious injury

Failure to follow all directions may cause leaks
which may result in water damage

Pressure Balancing Valve and Mounting Bracket:

Before Installation :

Flush all lines to avoid debris from getting into your shower valve as this may affect its
proper functioning.

Failure to flush lines properly will void warranty

Apply Teflon tape or pipe thread sealer on all threaded connections

Do not over-tighten any of the threaded connections as this may create structural
damage and cause leaking.

Do not use any power tools for assembly or installation of this shower valve as this may
cause structural damage to the fixture.

Shut off water supply to the shower valve

Tools required for installation of this product are :
1. Screw Driver 2. Tubing Cutter 3. Teflon Tape
4. Adjustable Wrench 5. Channel-lock Pliers 6. Measuring Tape




Installation Step:

1. Flip the valve to the back side, pass screws through the sleeve, then secure the
mounting bracket onto the valve. Use a screwdriver to tighten the screws.

Sleeve

2. Apply Teflon tape or pipe thread sealer on all threaded connections.

3. Flip the valve back to the front side. Install your supply pipes so that the rough-in
valve is placed 1-5/8" from the centerline of the inlets to the surface of the finished
wall, the plastic plate pre-installed on your valve may also be used as a guide.

4. Attach the valve making sure to follow the up and down markings on the back of the
valve, connect the hot and cold water lines to their respective inlets, do not
overtighten as this may cause structural damage to the valve and create a potential
leak.

5. Remove the plastic plat‘e, then secure the valve onto the mounting bracket using the
provided wood screws. Finally, secure the bracket to the wall.












