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Installation Steps:

Step 1. Turn tub over and set on non-abrasive mat, insert pyramid bolts unto
the mounting slot at the bottom of the tub.

Step 2. Align the feet with the bolt, insert leg, washers and nut and tighten
loosely, the legs marked "G" are to be installed in the tub same mark
"G", and the legs marked "H" are to be installed in the tub same mark
"H". When all 4 feet have been installed, tighten the bolts and check the
fit

Step 3. Adjust leg for proper fit, it might be necessary to tap with rubber mallet
to insure a good position.

Step 4. Retighten bolts

Step 5. When all four legs have been installed, turn tub over carefully as not to
damage the finish.

Step 6. If tub wobbles, adjust leg by raising or lowering leg adjustment bolt at the
bottom of each leg.

Cleanin
Clean with a damp cloth only.
Avoid using metal or abrasive polishes. ©2016-04-LZ Kingston Brass
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INSTALLATION INSTRUCTIONS
For Use With KB's Brass Clawfoot Tub Bath Drain

Note:1. Observe all local plumbing and building codes.

TOOLS REQUIRED

Drain Wrench Adjustable Wrench Teflon Tape Silicone Sealant Screwdriver Pipe Wrench

INSTALLATION INSTRUCTIONS

1.Place rubber washer (10) onto waste tube (9)

and set them under the tub.
2. Apply Teflon tape on strainer thread and a bead Rubber Gasket (3) @@§
of silicone sealant under waste strainer (11) and Cover Plate (2)

thread into waste tube (9).Wipe off excess sealant

3.Because the back slope angle on tubs vary, we have included
2 gaskets for you, select the rubber gasket that more closely
matches your tubs angle, discard remaining rubber gasket. Place
rubber gasket (3 or 3-1) on elbow portion of the overflow tube,
hold to the back of the tub at the overflow opening and screw in
cover plate.

4.Slip joint nuts (5) and Washers (6) onto overflow
tube(4), waste tube (9) and drain tube(8).

5.Apply Teflon tape to all three threads on three way tee(7).

6.Slip tee onto the waste tube (9), overflow tube(4) and drain tube(8),
adjust to desired location and tighten slip joint nuts.
Depending on the size of your tub it may be necessary to
cut any or both tubes. Waste Strainer (11)

7.Thread on drain tube (8) and onto the escutcheon(12), make
the necessary connection to your drain system.

8.Fill tub with water, sufficient to cover the overflow
cover plate (2), check for leaks and retighten Rubber Washer (10)
any connections as necessary.
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